


Air Monitoring Bulletin
Project No: B01.14 – Health Sciences B-Wing Renovations
ADA Architecture – Arnold Dobroskay

August 10, 2014            Facility Clearance Limit for Unprotected Workers = 0.01 Fibers per cc.




Air Monitoring Bulletin
Miller Comprehensive High School
1027 College Avenue
Regina, SK.
Project No. R85.15

July 30, 2015            Facility Clearance Limit for Unprotected Workers = 0.01 Fibers per cc.

	Sample
	Date
Sampled
	Start
Time
	End
Time

	Volume
L/M
	Activity
	Location
	Fibers
per cc.
	Comments

	44
	30/07/15
	08:11
	15:27
	0.541
	South Concourse – Textured Ceiling Abatement
	Decontamination Facility - Clean Room
	0.0067
	Fibre Level Acceptable.
No Concerns Noted.

	45
	30/07/15
	08:12
	15:28
	0.557
	South Concourse – Textured Ceiling Abatement
	Adjacent Decontamination Clean Room
	0.0052
	Fibre Level Acceptable.
No Concerns Noted.

	46
	30/07/15
	08:13
	15:29
	0.596
	South Concourse – Textured Ceiling Abatement
	Gymnasium 
	0.0059
	Fibre Level Acceptable.
No Concerns Noted.

	47
	30/07/15
	08:14
	15:30
	0.517
	South Concourse – Textured Ceiling Abatement
	West Corridor Adjacent Room 190
	0.0021
	Fibre Level Acceptable.
No Concerns Noted.

	48
	30/07/15
	08:15
	15:31
	0.538
	South Concourse – Textured Ceiling Abatement
	East Corridor Adjacent Room 157
	[bookmark: _GoBack]0.0032
	Fibre Level Acceptable.
No Concerns Noted.


Analyzed as per NIOSH 7400 Method for Sampling and Evaluating Airborne Asbestos Dust / Asbestos Fibre Counting - NIOSH 582E.  Occupational Health & Safety of the Province of Saskatchewan regulations state where an asbestos process has been completed the air monitoring must verify that airborne asbestos fibre concentrations are less than 0.01 fibres per cubic centimeter of air.
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